Tecnoled K

Indoor - Outdoor Product
Format 16 : 9 High refresh rate - Double side lock - High resistance

aluminum cabinets - Useful life greater than 100,000 hours

ENTRY LEVEL:

Super Liviano

Bajo Consumo

Colores espectaculares

Amplio angulo de vision

Super delgado / Alta resistencia

Producto para Interior / Exterior

Cooler de enfriamiento de exteriores

INDOOR MODELS

tecnoled.hk

Pixel Pitch Pixel Brightness Pow er Average Pow er
HK AL500/510 Model No. Dots/m2 » Lamp Refresh rate Scan Mode HUB Consumption Consumption Cabinet Size
( mm) Composition (cd/nr) Win2 Wim2

Rental Indoor P2.8 2,8 RGB SMD 2020 —=3840 HZ |constant current, 1/22 Scan —=450nits HUB75E 580w 180w 500X500mm
123904dots/m2

Rental Indoor P3.9-Pro 3,9 RGB SMD 2020 —=3840 HZ | Constant Current, 1/16 Scan =450nits HUB75E 580w 180w 500X500mm
65536dots/m2

Rental Indoor P3.9-E 3.9 RGB SMD 2020 =1920 HZ | Constant Current, 1/16 Scan =450nits HUB75E 580w 180w 500x500mm
65536dots/m2

Rental Indoor P2.8 2,8 RGB SMD 2020 —=3840 HZ |Constant Current, 1/32 Scan =450nits HUB75E 580w 180w 500x1000mm
123904dots/m2

Rental Indoor P3.9-Pro 65536dots/m2 3,9 RGB SMD 2020 =3840 HZ | Constant Current, 1/26Scan =450nits HUB75E 580w 180w 500x1000mm

Rental Indoor P3.9-E 3.9 RGB SMD 2020 =1920 HZ | Constant Current, 1/26Scan —=450nits HUB75E 580w 180w 500x1000mm
65536dots/m2
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( mm) Composition (cd/m?) Wim2 Wime

Rental Outdoor N3.91 65536dots/m2 3,9 RGB SMD2525 —=3840 HZ |constant current, 1/22 Scan =3500 HUB75 730w 220w 500X500mm

Rental Outdoor N4.8 43264dots/m2 4.8 RGB SMD2525 —=3840 HZ | Constant Current, 1/16 Scan =3500 HUB75 730w 220w 500X500mm

Rental Outdoor N5.9 28224dots/m2 59 RGB SMD2525 —=3840 HZ | Constant Current, 1/16 Scan =4500 HUB75 730w 220w 500x500mm

Rental Outdoor N3.91 65536dots/m2 3,9 RGB SMD2525 —=3840 HZ | Constant Current, 1/32 Scan =3500 HUB75 730w 220w 500x1000mm

Rental Outdoor N4.8 43264dots/m2 4.8 RGB SMD2525 —=3840 HZ | Constant Current, 1/26Scan =3500 HUB75 730w 220w 500x1000mm

Rental Outdoor N5.9 28224dots/m2 59 RGB SMD2525 —=3840 HZ | Constant Current, 1/26Scan =4500 HUB75 730w 220w 500x1000mm
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